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1.  The Contractor shall provide aircraft in accordance with Tables 1-1 and 1-2  below.  

2.  Contractor shall have aircraft available in a flyable condition to meet both the required AM Mission Availability percentage and the Daily Mission Launch requirements established in the Tables 1-1 and 1-2.  Configuration of aircraft required shall be provided to the contractor on a daily basis as established in paragraph C.1.2 of the Performance Work Statement.  This daily process is referred to the squaring process.  The Contractor shall meet the identified number of aircraft with proper configurations as determined through the squaring session as long as the number does not exceed the maximums established herein. 

3.  Contractor will issue aircraft IAW percent available per launch and up to the max launch requirement per day. 

4.  The asterisks denote two (2) launch periods per day.  All others are three (3) launch periods per day.

5.  Beginning in Fiscal Year 2005 (FY 05), UH-1 and AH-64A are no longer required.

Table 1-1   FY 04 AIRCRAFT MAXIMUM AVAILABLE, MC RATE, AND NMCS ADJUSTMENT CHART

AIRCRAFT

TYPE


DAILY MISSION

LAUNCH REQUIREMENT

PERCENT

AVAILABILITY

LAUNCH/DAY/MAX
NON-MISSION

CAPABLE SUPPLY

(NMCS)

PERCENTAGE
AM MISSION

AVAILABILITY

PERCENTAGE



OH-58 A/C
50/150
10
60

OH-58D (UNARMED)
60/125*
15
60

OH-58D (ARMED)
50/125
15
50

UH-1
50/00
15
50

UH-60
50/125
15
50

H-47D
45/125
15
45

TH-67I
60/150*
10
65

TH-67C
65/150*
10
75

AH-64A
50/125
20
50

AH-64D with FCR
50/125
20
50

AH-64D without FCR
50/125
20
50

Table 1-2   FY 05 AND FUTURE AIRCRAFT MAXIMUM AVAILABLE, MC RATE, AND NMCS ADJUSTMENT CHART

AIRCRAFT

TYPE


DAILY MISSION

LAUNCH REQUIREMENT

PERCENT

AVAILABILITY

LAUNCH/DAY/MAX
NON-MISSION

CAPABLE SUPPLY

(NMCS)

PERCENTAGE
AM MISSION

AVAILABILITY

PERCENTAGE



OH-58 A/C
50/150
10
60

OH-58D (UNARMED)
60/125*
15
60

OH-58D (ARMED)
50/125
15
50

UH-60
50/125
15
50

H-47D
45/125
15
45

TH-67I
60/150*
10
65

TH-67C
65/150*
10
75

AH-64D with FCR
50/125
20
50

AH-64D without FCR
50/125
20
50
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